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INVITATION TO BID
ADDENDUM NUMBER TWO (2)
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DATE: September 11, 2013
RE: BID NO. 2013-92 — STREET WIDENING PROJECT - FREDDY GONZALEZ
DRIVE @ McCOLL ROAD

OWNER:  CITY OF EDINBURG

TO: ALL PROPOSERS, HOLDERS OF SPECIFICATIONS, AND ALL
INTERESTED PARTIES TO THE CITY OF EDINBURG

BID OPEN: 3:00 P.M. (Central Time), Monday, September 16, 2013

The following clarifications, corrections and directives shall become part of the Proposal,
Contract Documents and Specifications for BID No. 2013-92 — Freddy Gonzalez
Widening Improvements.

CONSTRUCTION PLANS:

1. Replace Plan Sheet 1 of 5, STA. 6+00 to 10+00 and Cross Section Sheet 2 of 5 with
revised plans attached.

CLARRIFICATION OF PLAN REVISIONS:

Revisions on plans indicates the location of milling required, revised quantity legend,
included loop detectors box relocation on Sheet 1 of 5 and on Sheet 2 of 5 revised to add
a detailed cross section of milling depth.

CONTRACT DOCUMENTS AND SPECIFICATIONS PACKAGE:

1. Replace Bid Proposal Form, Pages C1-C4 with Revised Bid Proposal Form, Pages C1-
C4 (SEE ATTACHMENTS).

2. Replace Measurement and Basis of Payment, pages D1-D2 with revised
Measurements and Basis of Payment, pages D1-D3 (SEE ATTACHMENTS).

3. Include Milling Specifications to the Technical Specifications portion. (SEE
ATTACHMENTS)
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CLARRIFICATION OF CONTRACT DOCUMENTS AND SPECIFICATIONS:

A revision on Bid Proposal Form is to include items for Preparation of Right-of-Way,
Erosion Control Devise, Milling, Reinforced Concrete Sidewalk and Relocation of Traffic
Signal Loop Detectors. The Measurements and Basis of Payment included the same items
as called for on the Bid Proposal Form. In the Technical Specification Portion is to include
the Milling Specifications.

PRE-BID CONFERENCE MEETING QUESTIONS AND ANSWERS:

Question #1 — Mobilization, Excavation, Preparation of Right-of-way items?

Answer - Preparation of Right-of-way item was included to the Bid Proposal Form.
Mobilization and Excavation will be subsidiary to all other item in the Bid Proposal.

Question #2 — Required percentage of Lime for Subgrade and Flexible Base Material?

Answer — The required percentage for Lime for [tem #5 & 6 is indicated on the revised Bid
Proposal Form at 2%.

Question #3 — Prime Coat ltem #5 indicates recycling process in mixing with scarified
material?

Answer - Prime Coat Item #5 was revised to indicate measured with calibrated percent of
gallons per square yard and shall furnish all material to the compacted thickness and is
reflect on the new Bid Proposal Item #7.

Question #4 — Engineers Cost Estimate?

Answer — The City of Edinburg Public Works Department — Engineering Division has
estimated the cost of the widening of Freddy Gonzalez Drive at $35,000.

Question #5 — Who will incur the cost of the Testing Lab?

Answer — The City of Edinburg Public Works Department — Engineering Division will be
hiring a Testing Lab firm for said project and is responsible for payments.

Question #6 — Utility Companies Coordination for adjustments?

Answer — The City of Edinburg Public Works Department — Engineering Division will be
coordination with all utility companies in making sure if any adjustment required and
requesting utility companies to make adjustment prior to select contractor to commence.
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Please make the necessary corrections to the Plans and Proposal, as appropriate.

PLEASE ACKNOWLEDGE RECEIPT OF THIS ADDENDUM IN THE SPACE PROVIDED
IN THE BID PROPOSAL FORM.

Approved by:

CZ Hae

Ponc:la ngoria, P.E., C.F.M.
Director o ubllc Works

Please direct your questions regarding the preparation of the bid to Mr. Ponciano Longoria,
.F.M. at (956) 388-8211.

Ats St

Loréna Fuentes, Purchasing Agent
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ADDENDUM # 2

BID PROPOSAL FORM
BID NO. 2013-92

STREET 2013 PROJECTS
FREDDY GONZALEZ WIDENING IMPROVEMENTS
EDINBURG, TEXAS

MR. PONCIANO LONGORIA, P.E.,, C.F.M.
DIRECTOR CF PUBLIC WORKS

CITY OF EDINBURG

415 W. UNIVERSITY DRIVE

EDINBURG, TEXAS 78541

The undersigned, as bidder(s), declares that the only person or parties interested in this
proposal as principals are those nomed herein, that this proposal is made without
collusion with any other person, firm or corporation; that he has carefully examined the
Form of Confract, Notice to Bidders, General Conditions, Special Provisions,
Measurement and Basis of Payment, specifications and the plans thereon referred to,
and has carefully examined the locations, and conditions and classes of materials of
the proposed work; and agrees that he will provide all the necessary labor, machinery,
tools, and apparatus, and other ifems incidental to construction, and will do all the
work and furnish all the materials called for in the contract and specifications in the
manner prescribed therein  and according fo the requirements of the
Engineer/Architect as therein set forth,

It is understood that the following quantities of work to be done at unif prices are
approximate only and are intended principally to serve as a guide in evaluating bids.

It is further agreed that the quantities of work to be done at unit price and
materials o be furnished, may be increased or diminished as may be considered
necessary, in the opinion of the Engineer, to compiete the work fully as planned and
contemplated, and that all quantities of the work, whether increased or decredased,
are to be performed at the unit prices set forth below except as provided for in the
specifications.

it is further agreed that lump sum prices may be increased to cover additional
work ordered by the Engineer, but not shown on the plans or required by the
specifications, in accordance with the provisions of the General Conditions. Similarly,
they may be decreased to cover deletion of work so ordered.

The 5% bid security accompanying this proposal shall be returned to the bidder,
unless in case of the acceptance of the proposal the bidder shall fail to execute o
confract and file a performance bond and payment bond within the fifteen (15) days
after Notice of Award, in which case the bid security shall become the property of the
OWNER, and shall be considered as payment for damages due to delay and other
inconveniences suffered by the Owner on account of such failure of the bidder. It is
understood that the Owner reserves the right to reject any or all bids.
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BID PROPCSAL FORM ; ADDENDUM #2
BID PROPOSAL FORM MUST BE SUBMITTED IN DUPLICATE FORM

BIDDERS BOND in the amount of

INSTRUCTION TO BIDDER.

The above Bank Certificate Check or Bidder's Bond is to become the property of the City of Edinburg, Texas, in the

, (5%} of the greatest amount bid in compliance with the

event the construction contract {when offered by the Owner) and bonds are not executed within the time set forth.

BASE BID : STREET IMPROVEMENTS PROJECT (Widening of Freddy Gonzalez at McColl Road)

ENGINEER ESTIMATE OF QUANTITIES - APPROXIMATE ONLY

Item | Estimat

LS

PREPARATION OF RIGHT-OF-WAY, consis ng and grubhing, parkway grading
from back of curb or edge of pavement to right-of-way line, demolition, removal and
disposal concrete pavernent and curb, unsuitable material, excavation, fine grading, and
all complete in place, for the tump sum price of

LS

BARRICADES, SIGNS, & TRAFFIC CONTROL PLAN {TX-Dot item 502), ali complete in
place, for the lump sum price of

LS

EROSION CONTROL DEVISE (TX-Dot ITEM 506), as per Plans & Specifications, all
complete in place including maintenance and removal after the Project for the lump sum of

4 331

SY

MILLING {6-feet wide, 0" to 1.5" depth), for the constructed length in accordance with
Typical Details, for all types indicated in the plans and specifications, and shalt include all
necessary labor, excavation, joints

5 A00

SY

6" COMPACTED LIME (2%) TREATED SUBGRADE, with fime by weight {24 Ibs/sy),
compacted as per plans and specifications, conforming to TX-Dot 2004 Standard
Specification ltem 260, complete and in place per square yard for

6 380

sY

8" COMPACTED LIME (2%} TREATED FLEXIBLE BASE, Type "E" Grade 4, compacted
as per plans and specifications, conforming to TX-Dot 2004 Standard Specification item
247 & 260, camplete and in place per square yard for

GAL

PRIME COAT {MC-30)(TX-Dot ITEM 310), measured with calibrated parcent of gallons
per square yard, shall include furishing all material to the required compacted thickness,
applied as perTX-Dot Standards Specifications Item 310, all complete in a part of in
gallons for

TNS

3" COMPACTED HOT-MIX ASPHALTIC CONCRETE, Type "D" surface course
conforming fo TX-Dot 2004 Standard Specification Item 340, complete and in place for
340-square yard for in tons at 342 Ibs per squrae yard

9 185

TNS

1.5" COMPACTED HOT-MIX ASPHALTIC CONCRETE OVERLAY, Type "D" surface
course conforming to TX-Dot 2004 Standard Specification Item 340, complete and in
place for 2100-square yard for in tons at 171-Ibs per square yard

10 165

LF

24" CONCRETE CURB & GUTTER, Type "A" barrier, applied as perTX-Dot Standards
Specifications Item 529, as per plans and specification, &l complete and in place per
linear foot for

11 1

LS

REINFORCED CONCRETE SIDEWALK (5"), 4" reinforced concrete slab, removal of
existing material, re-grading and compaction, conforming to TX-Dot 2004 Standard
Specification ltem 531 & 440, as per plans and specifications, and all completed in place

12 1

LS

HANDICAP RAMP (TYPE §), with 4" reinforced concrete pavement, removal of existing

" lmaterial, re-grading and compaction, canforming to TX-Dot 2004 Standard Specification

ltern 531& 440, as per plans and specifications, and all completed in place per imp sum

13 50

SY

REINFORCED CONCRETE DRIVEWAY, with 6" reinforced concrete pavement, removal
of existing material, re-grading and compaction, conforming fo TX-Dot 2004 Stardard
Specification liem 360 & 440, as per plans and spacifications, and all completed in place
per each for

14 2

EA

RELQOCATE TRAFFIC SIGNAL LOOP DETECTOR BOX, all complete in place, for the
lump sum price of

BASE B!D TOTAL : STREET IMPROVEMENTS PROJECT :
(ltem 1-14) {Widening of Freddy Gonzalez Drive at McColl Road)




BID PROPOSAL FORM ADDENDUM #2 Continued :
BID PROPOSAL FORM MUST BE SUBMITTED IN DUPLICATE FORM

ALTERNATE BID : STREET IMPROVEMENTS PROJECT (Striping Freddy Gonzalez Drive}
ENGINEER ESTIMATE OF QUANTITIES - APPROXIMATE ONLY

S E—
1| 344 | LF |REFL PAV. MARK TY (Y} 4" (BRK}(100MIL) $ $
2 | 344 | LF |REFL PAV. MARK TY (Y) 4" (SLD){100MiL) $ $
3 | 180 | LF |REFL PAV. MARK TY (Y) 4" (SLD}{100MIL) $ $
4 | 220 | LF |REFL PAV. MARK TY (W) 4" (BRK)(100MIL) $ $
5 | 200 | LF |REFL PAV. MARK TY (W) 4" (SLD){100MIL) $ $
6 | 205 | LF |REFL PAV. MARK TY (W) 24" (SLD)(100MIL) $ $
7 7 | EA |REFL PAV. MARK TY (W} ARROW (100MIL) $ $
8 2 | EA |REFL PAV. MARK TY (W) WORD (100MiL) $ $

ALTERNATE BID TOTAL : STREET STRIPING : $

(tem 1-8) (Widening of Freddy Gonzalez Drive Striping)
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BID PROPOSAL FORM ADDENDUM #2 Continued

BID PROPOSAL FORM MUST BE SUBMITTED IN DUPLICATE FORM

The number of Calendar Days to complete contract _45 .

The undersigned agrees, unless hereinafter stated otherwise to furnish all material as shown and specified in the

Plans and Specifications.

Bidder hereby agrees to commence work under this Contract within 10_days after the "NOTICE TO PROCEED”

is issued, and to complete all the work in the Contract within _45 Calendar Days.

ADDENDUM NO.

DATE

BY

ADDENDUM No. 1
ADDENDUM No. 2
ADDENDUM No. 3
ADDENDUM No. 4

Respectfully Submitted :

Date :

By :

(Signature}

(Type or Print Name)

(Title)

(Company}

(Address)

(City, State, Zip)

(Phone Number)

Fax Number}

(Seal - If Bidder is & Corporation)
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MEASUREMENT AND BASIS OF PAYMENT ADDENDUM # 2 - REVISIONS
Freddy Gonzalez Widening Project 2013-92

GENERAL

iT IS THE INTENT OF THIS CONTRACT TO COVER ALL THE WORK TO BE PERFORMED SUBSIDIARY TO ALL
THE [TEMS INCLUDED IN THE BID AND SUCH PRICES SHALL BE BALANCED INDIVIDUALLY AND SHALL
INCLUDE FURNISHING ALL MATERIALS, SUPERINTENDENCY, SUPERYISION, CONSTRUCTION SURVEYING
AND LAYOUT, LABOR, INSURANCE, BONDS, BENEFITS, MACHINERY, FUEL, VEHICLES, SAFETY EQUIPMENT,
ADMINISTRATIVE COSTS, QUALITY CONTROL, GUARANTEES AND WARRANTIES, OVERHEAD, AND ALL
INCIDENTALS FOR COMPLETING THE ASSIGNED WORK IN ACCORDANCE WITH THE PLANS AND
SPECIFICATIONS COMPLETE IN PLACE. IN CASE THE FOLLOWING MEASUREMENT AND BASIS OF PAYMENT
DESCRIPTIONS CONFLICT WITH THE CORRESPONDING DESCRIPTIONS CONTAINED WITHIN THE TECHNICAL
SPECIFICATIONS FOR THIS PROJECT, THE FOLLOWING DESCRIPTIONS SHALL GOVERN.

THE FOLLOWING APPLICABLE ITEMS SHALL BE CONSIDERED AS PAY ITEMS. ALL OTHER
WORK NOT SPECIFICALLY LISTED OR INDICATED BELOW SHALL BE SUBSIDIARY TO THE
OVERALL COST OF THE PROJECT. ALL EXCAVATION IS UNCLASSIFIED.

PAVING IMPROVEMENTS (FREDDY GONZALEZ WIDENING PROJECT)

PREPARATION OF RIGHT-OF-WAY, CLEARING AND EXCAVATION (item #1): When called for in the proposal, shall
be measured and paid from ROW line to ROW line for the entire length of the roadway, calculated to the nearest 100-ft.
STATION (STA.) and shall include all clearing and grubbing, parkway grading from edge of pavement or curb line to
R.O.W. fine {or beyond as noted), demolition, removal of existing fences at the locations indicated, removal and disposal
of unsuitable material such as asphalt, organic materials, and shall include stripping of underlying soil, excavation,
excavation and fine grading of adjacent swales and bar ditches, filling and compaction behind curbs, cutting down to
sub-grade depth and width, disposal of debris and other material deemed not suitable for filling, hauiing in filf material as
required, , all complete in place. Any material deemed salvageable by the Owner or Engineer shall be carefully removed
and hauled to a designated location as directed by the Owner or Engineer within the City, with such cost being
subsidiary to this item.

BARRICADES, SIGNS AND TRAFFIC CONTROL {Line ltem #2): When called for in the proposal, shall be measured
and paid per LUMP SUM (L.S.), and shall include all necessary materials, labor, barricades, flagmen and construction
signs as required in the Traffic Control Plan including all necessary regular inspection and maintenance of barricades
and signage all in accordance with the plans and in conformance the Texas Department of Transportation Permit
Instructions as applicable and TRAFFIC CONTROL PLAN (as prepared by a Registered Professional Engineer and
approved by the City of Edinburg, which cost is subsidiary to this ltem), including al necessary traffic control for
temporary road closures as approved by the City of Edinburg for installation of underground fagilities, all in accordance
with the UNIFORM TRAFFIC CODE, all complete in place.

EROSION AND SEDIMENT CONTROL DEVICES (Line ltem #3): When called for in the proposal, shall be measured
and paid per LUMP SUM (L.S.) for silt fence, hay bales, construction Entrances/Exits, maintenance of all devices as
specified on the plans, street sweeping, dust and debris control, watering, all o the limits and locations shown, all
complete in place.
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* CURB MILLING (6’ WIDE) {Item #4): When called for in the proposal, shall be measured from lip of curb to 6-feet in
width along the curb line, per LINEAR FOOT (L.F.), for the constructed length in accordance with Typical Details, for all
Types indicated in the plans and specifications, and shall include all necessary lahor, excavation, joints, backfilling,
reinforcement, concrete of thickness and strength specified, as shown in the plans and specifications, all complete in
place. (Al millings for this project is property of the City of Edinburg and shall be hauled to the City of Edinburg
Service Center at 1201 N. Doolittle, Edinburg, Texas 78541 and coordinated with the Department of Public Works
— Street Division.)

COMPACTED LIME OR PORTLAND CEMENT STABILIZED SUBGRADE (6”) {Line [tem #5). When called for in the
proposal, shall be measured and paid from BACK OF CURB (OR EDGE OF PAVEMENT) TO BACK OF CURB (OR
EDGE QF PAVEMENT) per SQUARE YARD (S.Y.) for the constructed length and width laid in accordance with
Typical Details measured with a surveyor's flat steel chain, and shall include all necessary excavation, compaction as
shown, working of lime or Portland cement material to the strength specified (Calculated from unit weight of sub-grade
material), as shown in the plans and specifications, all complete in place.

COMPACTED LIME TREATED FLEXIBLE BASE (8") (Line Item #6): When called for in the proposal, shall be
measured and paid from BACK OF CURB (OR EDGE OF PAVEMENT) TO BACK OF CURB (OR EDGE OF
PAVEMENT) per SQUARE YARD (S.Y.} for the constructed length and width laid in accordance with Typical
Details, measured with a surveyor's flat steef chain, and shall include fumishing all new material to the required
compacted thickness, working of Lime as specified, prime coat, spreading, watering, fine grading and compacting as
shown in the plans and specifications, all complete in place.

PRIME COAT (MC-3-)(TX-Dot ITEM 310) (Line Item #7): When called for in the proposal, shall be measured and paid
from LIB OF CURB TO EDGE OF PAVEMENT) per GALLONS (GAL) for the constructed [ength and width laid in
accordance with Typical Details, measured with Calibrated percent of gallons per square yard, and shall include
furnishing all material to the required compacted thickness, working of Lime as specified, prime coat, spreading,
watering, fine grading and compacting as shown in the plans and specifications, all complete in piace.

COMPACTED HOT-MIX ASPHALTIC CONCRETE (Line Item #8 & 9): When called for in the proposal, shall be
measured and paid from LIP. OF CURB (OR EDGE OF PAVEMENT) TO LIP OF CURB (OR EDGE OF PAVEMENT),
ner TONS (TN) for the constructed length and width laid in accordance with Typical Details, measured with a
surveyor's flat steel chain, for the TYPE AND COMPACTED THICKNESS SPECIFIED (3" at Widening section, 1.5"
overlay as noted on plans and shall include PRIME COAT as shown in the plans and specifications, all complete in
place. Tamping and Proof Rolling may be required in certain locations of the roadway as determined by the Owner's
Representative, and the cost for such work shall be considered subsidiary to the Paving mprovement ltems of the
Proposal.

CONCRETE CURB AND GUTTER (24”){Line tem #10): When called for in the proposal, shall be measured and paid
along the gutter line for catch, lay-down or spills section, per LINEAL FOOT {(L.F.), for the constructed length in
accordance with Typical Details, measured with a surveyor's flat steel chain, for all Types indicated in the plans and
specifications, and shall include ail necessary labor, excavation, joints, backfilling, reinforcement, concrete of thickness
and strength specified, as shown in the plans and specifications, all complete in place. {Concrete Curb and Gutter shall
he faid over prepared base and sub-grade as indicated in the typical sections. The prepared base and sub-grade shall
be paid for separately).

REINFORCED CONCRETE SIDEWALK (5') (Line ltem #11): When called for in the proposal, shall be measured and
paid per LINEAL FOOT (LF.) for the constructed length and width laid in accordance with Typical Details,
measured with a surveyor's flat steel chain, for the TYPE AND THICKNESS SPECIFIED, and shalt include all necessary
labor, excavation, backfilling, reinforcement, concrete of the strength specified, Compacted Subgrade as shown,
Compacted Flexible Base, joints, all complete in place. Connections to handicap ramps shall comply with Texas
Accessibility Standards (TAS) Requirements.)
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HANDICAP RAMP (TYPE 5)(Line ltem #12): When called for in the proposal, shall be measured and paid per LUMP
SUM (L.S.) for the constructed length and width laid in accordance with Typical Details, measured with a
surveyor's flat steel chain, for the TYPE AND THICKNESS SPECIFIED, and shall include all necessary labor,
excavation, backfilling, reinforcement, concrete of the strength specified, Compacted Subgrade as shown, Compacted
Flexible Base, joints, all complete in place. (Wings and connections fo sidewalk ramps shall comply with Texas
Accessibility Standards (TAS) Requirements.)

COMMERICAL / RESIDENTIAL DRIVEWAYS (REINFORCED CONCRETE ENTRANCE APRONS){Line Item #13):
When called for in the proposal, shall be measured and paid per SQUARE FEET {S.F.) for the constructed length and
width laid in accordance with Typical Details, measured with a surveyor's flat steel chain, for the TYPE AND
THICKNESS SPECIFIED, and shall include all necessary labor, excavation, backfilling, reinforcement, concrete of the
strength specified, Compacted Subgrade as shown, Compacted Flexible Base, joints, all complete in place. (Wings and
connections to sidewalk ramps shall comply with Texas Accessibility Standards (TAS) Requirements.)

TRAFFIC SIGNAL LOOP DETECTOR BOX (RELOCATION) (Line ltem #14): When called for in the proposal, shall be
measured and paid per LUMP SUM (L.S.) for the constructed length and width laid in accordance with Typical
Details, measured with a surveyor's flat steel chain, and shall include all necessary labor, excavation, backfilling,
Compacted Subgrade as shown, Compacted Flexible Base, joints, all complete in place.




SECTION 10002 - MILLING

PART 1 - GENERAL
1.01  GENERAL DESCRIPTION OF WORK:

The work for this item shall consist of milling the existing pavement within the limits shown on the pians to the
depth and width shown on the plans providing a transition as shown on the plans. This work shall include planning to
provide a uniform texture, removal and stockpiling of milled material, providing for dust control and .

PART 2 - PRODUCTS
201  MATERIALS AND EQUIPMENT:
A Provide materials and equipment required to perform work as specified.

PART 3 - EXECUTION

301  CONSTRUCTION METHODS:

A Traffic control, in accordance with the Texas MUTCD, shall be established before starting the milling
operations.
B. The existing asphait surface shall be milled or planed within limits shown on the plans to the depth of 1"

on one side and transition it to match the existing pavement at the other side for a minimum width of 10",

C. The milled surface shall provide a smooth surface free from gouges, ridges, oil fim, and other
imperfections of workmanship and shall have a uniform textured appearance.

D. In all situations where the existing H.M.A.C. surface contacts the curb face the wedge miliing shall include
the removal of the existing asphalt covering the gutter up to and afong the face of curb.

E. The wedge milling operations for this project will be performed on one half of the roadway width at a time
and in one working day.

F. If the overlay operations do not start within three (3) days of the milling operations, a temporary ramp will
he constructed to reduce the impact on vehicles striking the vertical drop-off. The temporary ramp will be
constructed utilizing either hot-mix or cold-mix asphalt concrete pavement. This temporary ramp will
extend two (2) feet along the length of the roadway at the edge of the one (1) inch vertical drop-off. The
temporary ramp will be removed prior to commencing the placing of the hot-mix asphaltic concrete
pavement,

3.02  EQUIPMENT

The equipment for removing the pavement surface shall be a power operated milling machine or other equal or
better mechanical means capable of removing, in either one pass or fwo passes, the necessary pavement thickness in a
ten-foot minimum width. The equipment shall be self-propelled with sufficient power, traction and stability to maintain
accurate depth of cut and slope. The machine shall be equipped with an integral loading and reclaiming means to
immediately remove material being cut from the surface of the roadway and discharge the cuttings into a truck, all in one
operation. Adequate back-up equipment (mechanical street sweepers, loaders, water, truck, etc.) and personnel will also
be provided fo keep flying dust to a minimum and fo insure that all cuttings are removed from street surface the same day.
Specifications-Milling 100021
City of Edinburg




Stockpiling of planed material wili not be permitted on the project site uniess approved by the Engineer. The machine shall
be equipped with means to control dust created by the cutting action and shall have a manual system providing for
uniformly varying the depth of cut while the machine is in motion thereby making it possible to cut flush to all inlefs,
manholes, or other obstructions within the paved area. The speed of the machine shall be variable.

PART 4 - MEASUREMENT & PAYMENT

401  MEASUREMENT:

A.

Milling will be measured by the linear foot.

402  PAYMENT:

A The accepted guantities of milling will be paid for at the contract unit bid price per linear foot for Milling as
specified complete in place.

B. When not listed as a separate contract pay item, milling shall be considered as incidental work, and
the cost thereof shall be included in such contract pay item(s) as are provided in the proposal
contract.

C. Compensation, whether by contract pay item or incidental work will be for furnishing all materials, fabor,
equipment, tools and incidentals required for the work, all in accordance with a the plans and these
specifications.

END OF SECTION
Specifications-Milling 10002-2
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